


TABLE 3-1. CONTAMINANTS OF CONCERN FOR GROUNDWATER
CHEVRON CINCINNATI FACILITY, HOOVEN, OHIO

Groundwater COCs Groundwater Cleanup Level (mg/l)

Arsenic 0.01

Benzene 0.005
Chlorobenzene 0.1
Ethylbenzene 0.7

Lead 0.015
Toluene 1
Xylenes (Total) 10
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TABLE 4-1. SENTINEL AND POC WELLS
CHEVRON CINCINNATI FACILITY, HOOVEN, OHIO

Sentinel Monitoring Wells

MW-35

MW-131 (proposed)

MW-132 (proposed)

POC Monitoring Wells

MW-37

MW-120

MW-133 (proposed)

MW-134 (proposed)
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TABLE 8-1. GROUPED MEDIA SAMPLE LOCATIONS
CHEVRON CINCINNATI FACILITY, HOOVEN, OHIO

Grouped Media Sample Location Designations

Group 21

Group 18

Group 20

Group 93
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TABLE 8-2. NESTED VAPOR MONITORING WELLS
CHEVRON CINCINNATI FACILITY, HOOVEN, OHIO

Nested Vapor Monitoring Wells

VW-18 (proposed)

VW-20 (proposed)

VW-21 (proposed)

VW-93
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TABLE 8-3. NESTED GROUNDWATER MONITORING WELLS
CHEVRON CINCINNATI FACILITY, HOOVEN, OHIO

Nested Groundwater Monitoring Wells

NW-18 (proposed)

NW-20 (proposed)

NW-21 (proposed)

NW-93 (proposed)
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